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OPERATING INSTRUCTIONS 
FOR 
UNIVERSAL BURGLAR—PROOF 


COMBINATION LOCK 
6500 SERIES 


L.O.B.C. 
LOCKED ON BY COMBINATION 


KEY CHANGING 
4 TUMBLER 


This lock is a 


oaP The Hand is 


SARGENT & GREENLEAF, INC. 
ROCHESTER 21, NEW YORK 


630.102 PRINTED IN U.S.A. 5/67 


HELPFUL POINTERS ON 
COMBINATION CHANGING. 


If error has been made in setting a new combi- 
nation, remove wheel bridge. (Fig. 2. Page 4). 

Rotate wheels until square change Key Hole in 
each wheel is aligned directly inder L.O.B.C. 
change key hole in bridge. Attach bridge to 
lock maintaining wheel alignment. Follow di- 
rections for ‘‘Changing to a new Combination’’, 
indicated on paragraphs E thru H,(page 4 for 
right hand locks—page 7 for left hand locks). 


Should you encounter additional difficulties we 
recomend that an accredited locksmith be called. 
Do not spin dial when dialing or changing combi- 


nation. 
Turn dial slowly and steadily to numbers. 


Destroy or safeguard any material containing 
new written combination. 


ALWAYS LEAVE DOOR or DRAWER OPEN when 
checking new- combination. 
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IMPORTANT 


Read these instructions thoroughly 
before operating locks or changing combination. 


At the top of the dial ring an index W is provided 
for normal dialing and opening of the lock. 

FOR RIGHT HAND LOCKS: A L.O.B.C. changing 
index is provided at the right of the opening index. 


FOR LEFT HAND LOCKS: A L.O.B.C. changing 
index is provided at the left hand of the opening 
index. 


The L.O.B.C. changing index is ONLY for setting 
a new combination or removing the lock cover. 

This is a precision lock, therefore, extreme care 
must be used to align the combination numbers with 
the index. 


When dialing a combination turn the dial slowly and 
steadily. If the dial is tumed past number, DO NOT 
TURN BACK to regain alignment but start the entire 
sequence again from the beginning. 


All locks in this series are set on 50 at our factory. 
It is important that you set the lock on a combination 
of four numbers of your own choosing. 


Follow instructions on Page 3. and 4 forRIGHT HAND 
LOCKS or pages 6 and 7 for LEFT HAND LOCKS. 
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(SEE REVERSE,PAGES 6 AND 7 FOR LEFT HAND LOCKS). 


FOR RIGHT HAND LOCKS ONLY 


TO UNLOCK 
WHEN SET ON 50|Turn dial to LEFT < five 


ll revolutions and stop when “50” is aligned with 
the index ‘ 


Turn slowly to the RIGHT -> until it stops. 


Example: 
ON A FOUR NUMBER COMBINATION] 28.76.34-87 
1. Turn dial to RIGHT > stopping when 28 is 
aligned with index \/ the fifth time. 


2. Tum dial to the LEFT~< stopping when 76 
is aligned with index \J/ the tourth time. 


3. Turn dial to RIGHT -» stopping when 34 is 
aligned with index \|/ the third time. 


4. Turn dial to the LEFT~< stopping when 87 
is aligned with index WW the second time. 


5. Turn dial slowly to the RIGHT > until it stops. 


TO LOCK 


TURN DIAL TO THE LEFT at least five full 
revolutions. 


TO SELECT A NEW COMBINATION: 


Select four numbers. 


DO NOT USE numbers between 0 and 20 for your 
last numbers: (e.g. 28-76-34-12). 


For maximum security DO NOT USE numbers ending 
in 0 or 5 and do not use numbers in a rising or 
falling sequence: 

(e.g. 35-50-75-85 is not as good a combination as: 
54-38-7 2-27). 
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A. 


CHANGING TO A NEW COMBINATION 


Remove cover screw. 


B. 1.For locks with factory combination setting of 50” 


nm 


turn dial toLEFT—& five full revolutions and 
ey gs 50 is aligned with L.O.B.C. changing in - 
dex ). 


. For locks with four number combination e.g. 54-38- 


72-27, dial combination as explained in paragraphs 
pers (Page 3) except to the L.O.B.C. changing in- 
x . 


. Turn dial slowly to the RIGHT -» STOPPING when 


"10" is aligned with L.O.B.C, changing index the 
first time. 


CHANGING 
parrot’ toward locking bolt *® EYWwING 
Insert changing key in the L.O. ' eas 
B.C. hole until the keywing bot- 'T'S*'? ) 
toms in keyway (Fig. 1 and 2), or 


Turn key one quarter tum to the 
LEFT (Fig. 3) with hey in this 
position, dial the new combina - 
tion selected as in paragraphs | 
thru 4 (Page 3) to the L.0.B.C. 
changing index (\), STOPPING 
with last number on the L.O.B.C. 
changing index. 

Turn changing key to the RIGHT 
remove (Fig. 4). 

The new combination selected is 
now set in the lock, 

BEFORE CLOSING DOOR OR DRAWER 
try combination several times 
on the opening index, lock- 
ing and unlocking to check ope - 


CHANGING & 
Key 7 


(FIG.2) 


ration. If the lock operates cor- {F 16.3) 
rectly, replace cover by dialing es 
new combination to the L.O. B,C. 
changing index - slide cover into 
position and replace screw. 

(FIG. 4) 
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FOR LEFT HAND LOCKS ONLY sce reverse, paces 3 AND 4 FOR RIGHT HAND LOCKS). 


TO UNLOCK 


WHEN SET ON 50]Turn dial to RIGHT - five 
full revolutions and stop when “50” is aligned with 
the index 


Turn slowly to the LEFT~< until it stops. 


Example: 
ON A FOUR NUMBER COMBINATION 28-76-34.87 


1. Turn dial to LEFT~- = stopping when 28 is 
aligned with index \/ the fifth time. 

2. Turn dial to the RIGHT -»stopping when 76 
is aligned with index \Y the fourth time. 

3. Turn dial to LEFT~ _— stopping when 34 is 
aligned with index \[/ the third time. 

4. Tum dial to the RIGHT —> stopping when 87 
is aligned with index \/ the second time. 

5. Turn dial slowly to the LEFT <- until it 
stops. 


TO LOCK 


TURN DIAL TO THE RIGHT -»~ at least five full 
revolutions. 


TO SELECT A NEW COMBINATION. 


Select four numbers. 


DO NOT USE numbers between 0 and 20 for your 
last numbers: (e.g. 28-76-34-12). 

For maximum security DO NOT USE numbers ending 
in 0 or 5 and do not use numbers in a rising or 
falling sequence: 

(e.g. 35-50-75-85 is not as good a combination as: 
54-38-72-27 ). 
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CHANGING TO A NEW COMBINATION 
Remove cover screw. 


1.For locks with factory combination setting of 50" 
turn dial to RIGHT > five full revolutions and 
pea 50 is aligned with L.0.B.C. changing in - 


2. For locks with four number combination e.g. 54-38-72- 


27, dial combination as explained in paragraphs | thru 

4 (page 6) except to the L.O.B.C.changing index (\). 
Turn dial slowly to the LEFT ~+ STOPPING when 
“10 is aligned withL.0.B.C changing index the 
first time. CHANGING’ 

Slide cover toward locking bolt key: EYWING 


and remove. evway 


Insert changing key in the L.O, 

B.C. hole until-che keywing bot- 50 32 

toms in keyway (Fig. 1 and 2). Oo 
Turn key one quarter turn to the 

LEFT (Fig. G) with key in this CHANGING 
position, dial the new combina- *eY—~ 
tion selected as in paragraphs 1 
thru 4(Page 6).to the L.O.B.C. 
changing index (\), STOPPING 
with last number on the L.0.B.C. 
changing index, 


Turn changing key to the RIGHT 
and remove (Fig. 4). 


The new combination selectedis (¢i¢, 2 
now set in the lock. 


BEFORE CLOSING DOOR OR DRAWER ev. 


try combination several times 


on the opening index, lock - i a |) 
ing and unlocking to check ope- 
ration. If the lock operates cor- (FIG. 3) 


rectly, replace cover by dialing Key. 
new combination to the L.O.B.C. 
chaging index — slide cover into 
position and replace cover screw. 
(FIG. 4) 
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